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WE KEEP IT RUNNING



K-JET 210 210 210 210
GOLDENBLAST™ 750 750
GOLDENBLAST™/PLUS 1250 1100 1000 700
GOLDENBLAST™/SIX 1450 1350

SUPERJET 280 250
SUPERJET/PLUS 400 350 330 275
PROJET 400 400 400 350
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WATER CLEANING & BLASTING HOSE RANGE
The water cleaning hose range is dedicated to hobby and professional water cleaning machines, with cold and hot water
(not suitable for vapour steam applications). 
It is designed according to safety norm IEC-2 with safety factor burst/working pressure 4:1. 
The water blasting hose range is designed with criteria of maximum robustness and easy handling, complete with a
dedicated fitting solution, in consideration of safety and performance aspects connected with blasting applications.
Safety factor burst/working pressure is 2,5:1, it complies with international specifications (AS/NZ 4233.2, RMA-USA, ISO
7751, BFPA-UK, prEN1829-2).

GUIDE TO SELECT HOSES BY W.P.

HOSES
SUMMARY

Norm Page

Wire braid reinforced hoses

WATER BLASTING
GOLDENBLAST™ SAFE WATERBLAST TECHNOLOGY 334
GOLDENBLAST™/PLUS SAFE WATERBLAST TECHNOLOGY 335
GOLDENBLAST™/SIX SAFE WATERBLAST TECHNOLOGY 336

Wire spiral reinforced hoses

HOSE SIZE DN
DASH

WORKING PRESSURE (bar)
5 6 8 10 12 16 19 25 31 38 51 60 63 76
- 3 - 4 - 5 - 6 - 8 - 10 - 12 - 16 - 20 - 24 - 32 - 38 - 40 - 48

*safety factor burst/working pressure 4:1

*safety factor burst/working pressure 2,5 :1

WATER CLEANING
SUPERJET PRESSURE WASH 329
SUPERJET/PLUS PRESSURE WASH 330
PROJET PRESSURE WASH 331
K-JET PRESSURE WASH 332
K-JET PRESSURE WASH 333
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MAIN APPLICATIONS 
Water-cleaning equipment, ideal for hobby and semi-
professional machines
CONTINUOUS SERVICE TEMPERATURE RANGE

+15°F / +275°F    -10°C / +135°C
MAX OPERATING TEMPERATURE
(Intermittent service)  300°F   150°C
RECOMMENDED FLUIDS 
Water, mineral oils, vegetable and rape seed oils, glycol
and polyglycol based oils, synthetic ester based oils, oils in
aqueous emulsion
REMARK
Halogen-Free hose line (only black cover)
Product designed for pressure wash applications. Any
different use may reduce service life. Please contact
Manuli Rubber Industries for more information

INSERT: MF2000® - MULTIFIT TYPE
TUBE: Water resistant synthetic rubber
REINFORCEMENT: One high tensile steel braid
COVER: Environment resistant synthetic rubber.  
APPLICABLE SPECS.: MANULI® Design
TYPE APPROVALS: GOST-R

Standard packaging: reel
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

H02001006* 6 -04 1/4" 11,2 0,44 13,3 0,52 280 4060 1120 16240 100 3,94 225 0,15 MF+M03400-04
H02001008* 8 -05 5/16" 12,8 0,50 14,9 0,59 250 3620 1000 14500 114 4,49 260 0,17 MF+M03400-05

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

SUPERJET
PRESSURE WASH

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

KEY PERFORMANCE

Dust free smooth surface � Indelible branding � Easy handling � Good abrasion resistance 
� Designed to meet IEC-2 (safety factor 4:1) 

Standard packaging: reel
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

black version

blue version

H02002006* 6 -04 1/4" 11,2 0,44 13,3 0,52 280 4060 1120 16240 100 3,94 225 0,15 MF+M03400-04
H02002008* 8 -05 5/16" 12,8 0,50 14,9 0,59 250 3620 1000 14500 114 4,49 265 0,18 MF+M03400-05
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MAIN APPLICATIONS 
Professional water-cleaning machines
CONTINUOUS SERVICE TEMPERATURE RANGE
+15°F / +275°F   -10°C / +135°C
MAX OPERATING TEMPERATURE
(Intermittent service)  300°F   150°C
RECOMMENDED FLUIDS
Water, mineral oils, vegetable and rape seed oils, glycol
and polyglycol based oils, synthetic ester based oils, oils in
aqueous emulsion
REMARK
Halogen-Free hose line (only black cover)

Product designed for pressure wash applications. Any
different use may reduce service life. Please contact
Manuli Rubber Industries for more information

INSERT: MF2000® - MULTIFIT TYPE
TUBE: Water resistant synthetic rubber
REINFORCEMENT: Two high tensile steel braids
COVER: Environment resistant synthetic rubber. 
APPLICABLE SPECS.: MANULI® Design
TYPE APPROVALS: GOST-R

Standard packaging: reel 
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

SUPERJET/PLUS
PRESSURE WASH

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

KEY PERFORMANCE

Very high pressure resistance � Lightness and flexibility � Easy handling � Good abrasion resistance �

Designed to meet IEC-2 (safety factor 4:1)

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft
H01A79006* 6 -04 1/4” 12,7 0,50 14,7 0,58 400 5800 1600 23200 55 2,17 370 0,25 MF + M03400-04 
H01A79008* 8 -05 5/16” 14,3 0,56 16,3 0,64 350 5070 1400 20300 60 2,36 410 0,28 MF + M03400-05 
H01A79010* 10 -06 3/8” 15,0 0,59 16,8 0,66 330 4780 1320 19140 65 2,56 390 0,26 MF + M03400-06 
H01A79012* 12 -08 1/2” 18,5 0,73 20,3 0,80 275 3980 1100 15950 80 3,15 480 0,32 MF + M03400-08

blue version

Standard packaging: reel 
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft
H01A78006* 6 -04 1/4” 12,7 0,50 14,7 0,58 400 5800 1600 23200 55 2,17 370 0,25 MF + M03400-04 
H01A78008* 8 -05 5/16” 14,3 0,56 16,3 0,64 350 5070 1400 20300 60 2,36 410 0,28 MF + M03400-05 
H01A78010* 10 -06 3/8” 15,0 0,59 16,8 0,66 330 4780 1320 19140 65 2,56 390 0,26 MF + M03400-06 
H01A78012* 12 -08 1/2” 18,5 0,73 20,3 0,80 275 3980 1100 15950 80 3,15 480 0,32 MF + M03400-08

black version
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MAIN APPLICATIONS
Professional water-cleaning machines

CONTINUOUS SERVICE TEMPERATURE RANGE
+15°F / +275°F    -10°C / +135°C

MAX OPERATING TEMPERATURE
(Intermittent service)  300°F   150°C

RECOMMENDED FLUIDS: Water, mineral oils, vegetable
and rape seed oils, glycol and polyglycol based oils,
synthetic ester based oils, oils in aqueous emulsion

REMARK
Halogen-Free hose line (only black cover)

Product designed for pressure wash applications. Any
different use may reduce service life. Please contact
Manuli Rubber Industries for more information

INSERT: MF2000® - MULTIFIT TYPE
TUBE: Water resistant synthetic rubber
REINFORCEMENT: Two high tensile steel braids
COVER: Environment resistant synthetic rubber. 
APPLICABLE SPECS.: MANULI® Design
TYPE APPROVALS: GOST-R

Standard packaging: reel 
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

PROJET
PRESSURE WASH

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

KEY PERFORMANCE

Very high pressure resistance �  Lightness and flexibility �  Easy handling �  Good abrasion resistance � 

Designed to meet IEC-2 (safety factor 4:1) • Skive fitting solution for maximum robustness in 
professional long lasting applications

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft
H01A94006* 6 -04 1/4” 11,3 0,44 13,1 0,52 400 5800 1600 23200 45 1,77 280 0,19 MF + M00120-04 
H01A94008* 8 -05 5/16” 12,9 0,51 14,6 0,57 400 5800 1600 23200 100 3,94 315 0,21 MF + M00120-05 
H01A94010* 10 -06 3/8” 16,7 0,66 18,5 0,73 400 5800 1600 23200 130 5,12 520 0,35 MF + M00910-06 
H01A94012* 12 -08 1/2” 19,8 0,78 21,8 0,86 350 5070 1400 20300 178 7,01 660 0,44 MF + M00910-08

Standard packaging: reel 
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft
H01A95006* 6 -04 1/4” 11,3 0,44 13,1 0,52 400 5800 1600 23200 45 1,77 280 0,19 MF + M00120-04 
H01A95008* 8 -05 5/16” 12,9 0,51 14,6 0,57 400 5800 1600 23200 100 3,94 315 0,21 MF + M00120-05 
H01A95010* 10 -06 3/8” 16,7 0,66 18,5 0,73 400 5800 1600 23200 130 5,12 520 0,35 MF + M00910-06 
H01A95012* 12 -08 1/2” 19,8 0,78 21,8 0,86 350 5070 1400 20300 178 7,01 660 0,44 MF + M00910-08

black version

blue version
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MAIN APPLICATIONS 
Water-cleaning equipment, ideal for hobby and
semiprofessional machines
CONTINUOUS SERVICE TEMPERATURE RANGE
+15°F / +275°F -10°C / +135°C
RECOMMENDED FLUIDS
Water, mineral oils, vegetable and rape seed oils, glycol 
and polyglycol based oils, synthetic ester based oils, oils 
in aqueous emulsion
REMARK
Halogen-Free hose line (only black cover)

Product designed for pressure wash applications. Any
different use may reduce service life. Please contact
Manuli Rubber Industries for more information

INSERT: MF2000® - MULTIFIT TYPE
TUBE: Water resistant synthetic rubber
REINFORCEMENT: One high tensile steel braid
COVER: Environment resistant synthetic rubber
APPLICABLE SPECS.: MANULI® Design
TYPE APPROVALS: GOST-R

H02003006* 6 -4 1/4" 10,3 0,41 12,4 0,49 210 3040 840 12180 50 1,97 165 0,11 MF+M03300-04 
H02003008* 8 -5 5/16" 11,9 0,47 14,0 0,55 210 3040 840 12180 55 2,17 205 0,14 MF+M03300-05 
H02003010* 10 -6 3/8" 14,5 0,57 16,5 0,65 210 3040 840 12180 65 2,56 300 0,20 MF+M03400-06 
H02003012* 12 -8 1/2" 17,7 0,70 19,9 0,78 210 3040 840 12180 90 3,54 410 0,28 MF+M03400-08

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

Standard packaging: reel 
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

K-JET
PRESSURE WASH - BLACK VERSION

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

KEY PERFORMANCE

Dust free smooth surface � Indelible branding � Compact structure: easy handling, reduced bend
radius � Good abrasion resistance � Designed to meet IEC-2 (safety factor 4:1)
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INSERT: MF2000® - MULTIFIT TYPE
TUBE: Water resistant synthetic rubber
REINFORCEMENT: One high tensile steel braid
COVER: Environment resistant synthetic rubber
APPLICABLE SPECS.: MANULI® Design
TYPE APPROVALS: GOST-R

H02008006* 6 -4 1/4" 10,3 0,41 12,4 0,49 210 3040 840 12180 50 1,97 165 0,11 MF+M03300-04 
H02008008* 8 -5 5/16" 11,9 0,47 14,0 0,55 210 3040 840 12180 55 2,17 200 0,13 MF+M03300-05 
H02008010* 10 -6 3/8" 14,5 0,57 16,5 0,65 210 3040 840 12180 65 2,56 295 0,20 MF+M03400-06 
H02008012* 12 -8 1/2" 17,7 0,70 19,9 0,78 210 3040 840 12180 90 3,54 405 0,27   MF+M03400-08

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

Standard packaging: reel 
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

K-JET
PRESSURE WASH - BLUE VERSION

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

KEY PERFORMANCE

Dust free smooth surface � Indelible branding � Compact structure: easy handling, reduced bend
radius � Good abrasion resistance � Designed to meet IEC-2 (safety factor 4:1)

MAIN APPLICATIONS 
Water-cleaning equipment, ideal for hobby and
semiprofessional machines
CONTINUOUS SERVICE TEMPERATURE RANGE
+15°F / +275°F -10°C / +135°C
RECOMMENDED FLUIDS
Water, mineral oils, vegetable and rape seed oils, glycol 
and polyglycol based oils, synthetic ester based oils, oils 
in aqueous emulsion
REMARK
Halogen-Free hose line (only black cover)

Product designed for pressure wash applications. Any
different use may reduce service life. Please contact
Manuli Rubber Industries for more information
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MAIN APPLICATIONS
Scale removing applications using extreme high working
pressure such as: 
- building and industrial sectors (roadworks, removal of
concrete from reinforced concrete structures
safeguarding metal components)

- scale removal ships hulls in shipyard
- dust elimination
CONTINUOUS SERVICE TEMPERATURE RANGE
+15÷158°F    -10÷70°C
MAX OPERATING TEMPERATURE
-40÷200°F    -40÷93°C
RECOMMENDED FLUIDS
Water, water soap, emulsions

Fixed lenghts: 20mt, 40mt

INSERT: MF2000® - BLASTLOCK TYPE
TUBE: Water resistant synthetic rubber
REINFORCEMENT: Four high tensile steel spirals
COVER: Synthetic rubber with high temperature, ozone
and abrasion resistance
APPLICABLE SPECS.: MANULI® Design,
Australian Std. AS/NZS 4233.2
TYPE APPROVALS: GOST-R, MSHA

Standard packaging: box 
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

H10072010* 10 -6 3/8" 17,6 0,69 20,2 0,80 750 10870 1875 27180 180 7,09 756 0,51 BL+ M01700-06 
H10072A12* 12 -8 1/2” 20,3 0,80 23,0 0,91 750 10870 1875 27180 220 8,66 905 0,61 BL+ M01700-08

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

GOLDENBLAST™
SAFE WATERBLAST TECHNOLOGY

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

KEY PERFORMANCE

Basic hose line for scale removing applications � Compactness, lightness and flexibility � Safety
factor 2,5:1 (accepted world standard as specified by RMA-USA, BFPA-UK, DIN-Germany, ISO 7751)
� High abrasion resistance cover
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MAIN APPLICATIONS
Scale removing applications using extreme high working
pressure such as: 
- building and industrial sectors (roadworks, removal of
concrete from reinforced concrete structures
safeguarding metal components) 

- scale removal ships hulls in shipyard
- dust elimination
CONTINUOUS SERVICE TEMPERATURE RANGE
+15÷158°F    -10÷70°C
MAX OPERATING TEMPERATURE
-40÷200°F    -40÷93°C
RECOMMENDED FLUIDS
Water, water soap, emulsions

Fixed lenghts: 20mt, 40mt

INSERT: MF2000® - BLASTLOCK TYPE
TUBE: Water resistant synthetic rubber
REINFORCEMENT: Four high tensile steel spirals
COVER: Synthetic rubber with very high temperature,
ozone and abrasion resistance
APPLICABLE SPECS.: MANULI® Design, 
Australian Std. AS/NZS 4233.2
TYPE APPROVALS: GOST-R, MSHA

Standard packaging: box 
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

H10066010* 10 -6 3/8" 17,4 0,69 20,0 0,79 1250 18120 3125 45310 230 9,06 800 0,54 BL+ M01700-06 
H10066A12* 12 -8 1/2” 21,5 0,85 24,1 0,95 1100 15950 2750 39870 230 9,06 1105 0,74 BL+ M01700-08 
H10066019* 19 -12 3/4” 29,0 1,14 32,0 1,26 1000 14500 2500 36250 250 9,84 1730 1,16 BL+ M01700-12
H10066025* 25 -16 1” 35,1 1,38 38,1 1,50 700 10150 1750 25370 250 9,84 2040 1,37 BL+ M01500-16

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

KEY PERFORMANCE

Hose line for waterblasting with pressures up to 1250 bar � Compactness, lightness and flexibility �

Safety factor 2,5:1 (accepted world standard as specified by RMA-USA, BFPA-UK, DIN-Germany, 
ISO 7751) � High abrasion resistance cover

GOLDENBLAST™/PLUS
SAFE WATERBLAST TECHNOLOGY
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MAIN APPLICATIONS
Scale removing applications using extreme high working
pressure such as: 
- building and industrial sectors (roadworks, removal of
concrete from reinforced concrete structures
safeguarding metal components)

- scale removal ships hulls in shipyard
- dust elimination
CONTINUOUS SERVICE TEMPERATURE RANGE
+15÷158°F    -10÷70°C
MAX OPERATING TEMPERATURE
-40÷200°F    -40÷93°C
RECOMMENDED FLUIDS
Water, water soap emulsions

Fixed lenghts: 20mt, 40mt"

INSERT: MF2000® - BLASTLOCK TYPE
TUBE: Water resistant synthetic rubber
REINFORCEMENT: Six high tensile steel spirals
COVER: Synthetic rubber with very high temperature,
ozone and abrasion resistance
APPLICABLE SPECS.: MANULI® Design,
Australian Std. AS/NZS 4233.2
TYPE APPROVALS: GOST-R, MSHA

Standard packaging: box 
* The complete code for each item is composed by 13 digits, the last 4 digits indicate the type of packaging. 

H10067012* 12 -8 1/2" 25,9 1,02 28,9 1,14 1450 21020 3625 52560 250 9,84 1880 1,26 BL+ M01800-08 
H10067019* 19 -12 3/4” 32,4 1,28 35,4 1,39 1350 19570 3375 48930 280 11,02 2630 1,77 BL+ M01800-12

DN dash inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

GOLDENBLAST™/SIX
SAFE WATERBLAST TECHNOLOGY

PPAARRTT..RREEFF.. HHOOSSEESSIIZZEE
OO..DD..RR..OO..DD.. MMAAXXWW..PP.. BBUURRSSTT

PPRREESSSSUURREE
MMIINN..BBEENNDD
RRAADDIIUUSS WWEEIIGGHHTT FFIITTTTIINNGG

+

KEY PERFORMANCE

Six wire spiral hose dedicated to severe applications with pressures up to 1450 bar � Compactness,
lightness and flexibility � Safety factor 2,5:1 (accepted world standard as specified by RMA-USA,
BFPA-UK, DIN-Germany, ISO 7751) � High abrasion resistance cover
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CRIMPED FITTINGS
FOR WATER CLEANING & BLASTING
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CRIMPED FITTINGS
SUMMARY

Description Reference Page

FITTINGS FOR CLEANING APPLICATIONS 
FERRULE

NO-SKIVE FERRULE FOR WIRE BRAID HOSES M03400 339

SKIVE FERRULE FOR WIRE BRAID HOSES M00120 339

SKIVE FERRULE FOR WIRE BRAID AND SPIRAL HOSES M00910 339

INSERT

WASH CLEANER FEMALE M24913 340

JF & STL

FEMALE FITTING FOR “KARCHER” JF24913 340

STANDPIPE MALE FITTING FOR “KARCHER” JF14910

ADJUSTIBLE STANDPIPE MALE FITTING FOR “KARCHER” JF15010 341

STRAIGHT FITTING WITH O-RING FOR WASH CLEANER FOR “LAUCA” (L51) JF17393 341

“STIHL FITTING” STL 341

FITTINGS FOR BLASTING APPLICATIONS 
FERRULE

DOUBLE SKIVE FERRULE FOR EXTRA DUTY SPIRAL HOSES (4 PLY) M01500 342

DOUBLE SKIVE FERRULE FOR EXTRA DUTY SPIRAL HOSES (4 PLY) M01700 342

DOUBLE SKIVE FERRULE FOR EXTRA DUTY SPIRAL HOSES (6 PLY) M01800 342

INSERT

NPTF MALE 60° CONE SEAT - SAE J516 M57810 342

BSP FEMALE 60° CONE M65514 343

O-RING METRIC FEMALE 24° CONE H.T. - DIN 3865 M66613 343

ASSEMBLING INSTRUCTIONS M66613 343

RECOMMENDATIONS 344 

NO-SKIVE FERRULE FOR WIRE BRAID HOSES M03300 340
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MULTIFIT TYPE
WASH CLEANER HOSES

M03400
NO-SKIVE FERRULE FOR WIRE BRAID HOSES

PART. REF. HOSE BORE DIMENSIONS
mm

M03400-04

M03400-05

M03400-06

M03400-08

6 1/4” - 04 23,0 30,1 

8 5/16” - 05 24,0 30,0 

10 3/8” - 06 26,0 31,1 

12 1/2” - 08 29,0 33,4

DN inch Size D L

M00110 M00910 M03400

M00810M00310

M01300 M01400

catal981

GHIERE MULTIFIT

GHIERE INTERLOCK

LL

D D

L

D

L

D

L

D

L

DD

L

M00120
SKIVE FERRULE FOR WIRE BRAID HOSES

M00120-04

M00120-05

6 1/4” - 04 19,5 28,0 

8 5/16” - 05 20,0 28,6

DN inch Size D L

M00910
SKIVE FERRULE FOR WIRE BRAID AND SPIRAL HOSES

M00910-06

M00910-08

10 3/8” - 06 26,0 33,0 

12 1/2” - 08 30,0 34,0

DN inch Size D L

PART. REF. HOSE BORE DIMENSIONS
mm

PART. REF. HOSE BORE DIMENSIONS
mm



PART. REF. HOSE BORE THREAD SIZE DIMENSIONS
mm

340

MULTIFIT TYPE
WASH CLEANER HOSES

M24913 
WASH CLEANER FEMALE

M24913-04-22

M24913-05-22

M24913-06-22

6 1/4” - 04 M 22x1.5 5,0 34,0 13,9 27 

8 5/16” - 05 M 22x1.5 5,5 34,0 13,9 27 

10 3/8” - 06 M 22x1.5 7,0 34,0 13,9 27

DN inch Size T B A D H2

PART. REF. HOSE BORE THREAD SIZE DIMENSIONS
mm

JF24913 
FEMALE FITTING FOR “KARCHER”

JF24913-04-22

JF24913-04-22G

JF24913-05-22

JF24913-05-22G

JF24913-06-22

6 1/4” - 04 M 22x1.5 25,3 13,9 4 

6 1/4” - 04 M 22x1.5 30 13,9 5 

8 5/16” - 05 M 22x1.5 26,3 13,9 5,5

8 5/16” - 05 M 22x1.5 30 13,9 6 

10 3/8” - 06 M 22x1.5 31 13,9 7

DN inch Size T A B P

M03300
NO-SKIVE FERRULE FOR WIRE BRAID HOSES

PART. REF. HOSE BORE DIMENSIONS
mm

M03300-04

M03300-05

6 1/4” - 04 20,5 27,5 

8 5/16” - 05 22,8 28,5  

DN inch Size D L
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PART. REF. HOSE BORE DIMENSIONS
mm

JF15010 
ADJUSTIBLE STANDPIPE MALE FITTING FOR “KARCHER”

PART. REF. HOSE BORE DIMENSIONS
mm

JF17393 
STRAIGHT FITTING WITH O-RING FOR WASH CLEANER 

FOR “LAUCA” (L51)

JG17393

JG21079

JG21798

JG21799

6 1/4” - 04 42,3 14 10 4 

8 5/16” - 05 42,3 14 10 5,5 

6 1/4” - 04 46,3 14 11 4

8 5/16” - 05 46,3 14 11 5,5 

DN inch Size A H D P

A

DP

H

PART. REF. HOSE BORE THREAD SIZE DIMENSIONS
mm

STL 
“STIHL FITTING”

JG21790

JG21791

6 1/4” - 04 M 14x1 29,3 10,5 4 

8 5/16” - 05 M 10x1 22 17,8 4

DN inch Size T A B P

JF15010-04-04

JF15010-05-05

6 1/4” - 04 38,1 11 4 

8 5/16” - 05 38,7 11 5,5

DN inch Size A B P

MULTIFIT TYPE
WASH CLEANER HOSES



MULTIFIT TYPE
WASH CLEANER HOSES

PART. REF. HOSE BORE DIMENSIONS
mm

JF14910 
STANDPIPE MALE FITTING FOR “KARCHER”

JF14910-04-04

JF14910-05-05

6 1/4” - 04 34 10 4 

8 5/16” - 05 33 10 5,5

DN inch Size A B P
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BLASTLOCK TYPE
GOLDENBLAST HOSES

M57810
NPTF MALE 60° CONE SEAT SAE J516

M57810-06-06

M57810-08-08

M57810-12-12

10 3/8” - 06 3/8” - 18 8,5 38,0 15,5 22 

12 1/2” - 08 1/2” - 14 10,0 44,6 21,0 27 

20 3/4” - 12 3/4” - 14 15,0 49,4 21,0 32 

DN inch Size T B A C H2

A

H1
C

60
°

B

PART. REF. HOSE BORE DIMENSIONS
mm

M01700 
DOUBLE SKIVE FERRULE FOR EXTRA DUTY SPIRAL HOSES (4 PLY)

M01500 
DOUBLE SKIVE FERRULE FOR EXTRA DUTY SPIRAL HOSES (4 PLY)

M01700-06

M01700-08

M01700-12

10 3/8” - 06 29,7 57,5 

12 1/2” - 08 34,0 65,0 

19 3/4” - 12 45,1 69,0

DN inch Size D L

L

D

M01800 
DOUBLE SKIVE FERRULE FOR EXTRA DUTY SPIRAL HOSES (6 PLY)

M01800-08

M01800-12

12 1/2” - 08 38,3 64,4 

19 3/4” - 12 48,6 69,0

DN inch Size D L

L

D

PART. REF. HOSE BORE DIMENSIONS
mm

PART. REF. HOSE BORE DIMENSIONS
mm

PART. REF. HOSE BORE DIMENSIONS
mm

DN inch Size D L
M01500-16 25 1” - 16 48,0 64,5

L

D
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BLASTLOCK TYPE
GOLDENBLAST HOSES

M6661
3

ASSEMBLING INSTRUCTION

S

M66613-06-22 M 22x1,5 10x2 70 

M66613-08-24 M 24x1,5 12x2 100 

M66613-12-36 M 36x2 20,3x2,4 190

M66613-16-42 M 42x2 25,3x2,4 220

M66613
O-RING METRIC FEMALE 24° CONE H.T. - DIN 3865 (SLIP-ON NUT)

M66613-06-22

M66613-06-24

M66613-08-24

M66613-12-36

10 3/8” - 06 M 22x1.5 14,0 4,8 32,0 3,5 27 

10 3/8” - 06 M 24x1.5 16,0 6,3 34,2 4,0 32 

12 1/2” - 08 M 24x1.5 16,0 6,3 35,4 4,0 32 

20 3/4” - 12 M 36x2 25,0 12,0 44,7 3,4 46

DN inch Size T B A C H2

M65514-06-06

M65514-08-08

M65514-12-12

10 3/8” - 06   

10 3/8” - 06 

12 1/2” - 08   

DN inch Size T B A C H2

A

H2

B

C

PART. REF. HOSE BORE DIMENSIONS
mm

PART. REF. THREAD SIZE OR SUPPLIED TIGHTENING TORQUE
(NBR 90 SHA) (Nm)

The following assembling instructions are strongly recommended on heavy-duty applications.

M65514
BSP FEMALE 60° CONE
(BS5200 - ISO 8434-6)

PART. REF. HOSE BORE THREAD DIMENSIONS
MM

3/8” - 19 4,8 34,5 6 24

9 37 6,5 30

12 43 8,7 36

1/2” - 14

3/4” - 14

"B" dimension does not comply with: BS5200 and ISO8434-6 spec.



BLASTLOCK TYPE
GOLDENBLAST HOSES

RECOMMENDATIONS
Please find enclosed the following recommendations for the safe and correct use of Manuli Goldenblast product line.
� DON’T MIX AND MATCH: MRI strictly recommends the use of its integrated waterblasting package. The use of alternative

hose or fittings can result in the assembly poor quality and reliability.
� In line with international regulations, all waterblasting assemblies should be tested to 150% of the indicated

maximum static working pressure before using.
� If waterblast assemblies are used with a pressure rate exceeding the maximum working pressure indicated, the

assemblies structure suffers for over-stressed situation.
For the same reason, also pulsating pressure situations need to be avoided. 

� Relief valves should be used to preserve waterblast equipment and hose assemblies.
� When safety devices are applied to prevent fitting blow-off, hose elongation and contraction need to be taken in

consideration.
Under pressure, the hose can vary from -4% up to +2% in lenght!

� Waterblast assemblies should never be used in “hang down” position because it brings hose reinforcement
restriction to contraction/elongation and fittings over-stress to support the weight of the hanging hose.

� Strictly avoid to apply any external force on the hose assembly, such as axial tension, twisting, kinking or crushing. 
� Temperature influences the resistance to leakage. Working temperature should be maintained below 70°C.
� Hose assemblies need to be replaced in case of damage, such as:

- hose cover abrasion, cuts, chemical attack, corrosion
- reinforcement crushing or twisting

� High pressure water has always to be considered extremely dangerous.
Anyone handling waterblasting equipment should wear proper protective clothing, boots 
and eyes protection.

RECOMMENDATIONS
� the crimping operation to apply BLASTLOCK fittings must be carried out with proper high

performance crimping/assembling machines (crimping force higher than 2800-3000 kN) and
approved by Manuli Hydraulics, in order to guarantee the optimum coupling assembly deformations
and hose gripping;

� it is recommended to follow the detailed assembling instructions supplied by Manuli Hydraulics to
customers, assemblers and operators using the integrated package GOLDENBLAST hose & BLASTLOCK
fittings;

� each assembly must be pressure tested at the pressure level according to the reference specification (at
least 1,25 times the WP for minimum 30 seconds) considering safety implications;

� specialised personnel is recommended for the assembling operation of BLASTLOCK fittings.

344



345

WASHING & BLASTING ACCESSORIES



ACCESSORIES
WASHING PRODUCTS RANGE

FUNCTION

The nozzles can be assembled independently on
our single or double lances and produce a water
spraying under pressure with broad or narrow jet.

DESIGN 

Stainless nozzle: for High pressure water spray.
Connection thread - male NPT 1/4”. Nozzle has 2
different angles of jet:

15°: for the dirty objects requiring a jet range; 
25°: for cleaning of large uniform surfaces with
a wide jet.

Brass nozzle is used for applying the deterging
product at low pressure (Venturi system).
Connection thread - male NPT 1/4”. Nozzle has a
50° angle of jet.

DESCRIPTION 
The flat parts located on the body of the nozzle
are parallel. The jet surface can be considered as
a reference for the adjustment.
The nozzles are classified by thread, angle and
bore size. The bore size determines the flow rate
for fixed working pressure.
Smaller jets assure a stronger impact and cleaning
efficiency.

CHOOSING THE NOZZLE 
The choice of the nozzle working conditions affect
and the correct operation of the washer.
If the nozzle is too big, the cleaning action is
decreased.
If the nozzle is too small, it brings overpressure,
wrong operation and shorter service life of the
hydraulic and electric components.

8

14

12

10

11

9

13
1

2

3

4 5 6 7

The washing product  range in our offer are intended as hoses and connectors only. The washer machine
spare parts are not in the offer.

1. Coupler
2. High pressure hose
3. High pressure quick coupling or swivel
4.Spray gun
5. Lance
6. Coupler

7. Lance extension
8. Low  or high 

pressure nozzle 
9. Double lance
10. Rotating nozzle

11. Variable spray angle nozzle 
with by-pass

12. Sanding head
13. Fixed and rotating brush

14. Foam gun
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ACCESSORIES
DEFINE THE RIGHT NOZZLE

NOTE: For all the nozzles speed of the flow may vary ± 4 %.

Step 4 - With the vertical of 150, seek the data
nearest to 15 (corresponding to the flow).

Step 5 - With the horizontal one of "15,4", read the
left-hand column: value 055. 

Step 6 - The recommended tube is thus a nozzle of
gauge 055 (pastille of red identification
dark).

Step 1 - Find the operating pressure (in bar or
PSI) and the water flow (in l/min) of
your cleaner. 

Step 2 - Assumption: your cleaner has an
operating pressure of 150 bar and a
water flow of 15 l/min (900 l/h).

Step 3 - In first line of the table locate the
operating pressure (150 bar or 2175
PSI). 

Pressure
bar / PSI

80 100 120 140 150 160 180 200 220 240 250 280 300 320 350 380 400 420 450 480 500
1160 1450 1740 2030 2175 2320 2610 2900 3190 3480 3625 4060 4350 4640 5075 5510 5800 6090 6525 6960 7250

Green 02 4,1 4,6 5 5,4 5,6 5,8 6,2 6,5 6,8 7,1 7,3 7,7 8 8,2 8,6 9 9,2 9,4 9,8 10,1 10,3

Yellow 023 4,5 5 5,5 5,9 6,1 6,3 6,7 7,1 7,4 7,7 7,9 8,4 8,7 8,9 9,4 9,7 10 10,2 10,6 11 11,2

Rose 025 5 5,6 6,1 6,6 6,9 7,1 7,5 7,9 8,3 8,7 8,9 9,4 9,7 10 10,5 10,9 11,2 11,5 11,9 12,3 12,5

Black 027 5,5 6,1 6,7 7,2 7,5 7,7 8,2 8,6 9 9,5 9,6 10,2 10,6 10,9 11,4 11,9 12,2 12,5 12,9 13,4 13,6

White 03 6 6,7 7,3 7,9 8,2 8,5 9 9,5 9,9 10,4 10,6 11,2 11,6 12 12,5 13,1 13,4 13,7 14,2 14,7 15

Violet 032 6,4 7,1 7,8 8,4 8,7 9 9,5 10 10,5 11 11,2 11,9 12,3 12,7 13,3 13,8 14,2 14,6 15,1 15,6 15,9

Brown 035 7 7,8 8,5 9,2 9,6 9,9 10,5 11 11,6 12,1 12,3 13,1 13,5 14 14,6 15,2 15,6 16 16,5 17,1 17,4

Light red 037 7,5 8,4 9,2 9,9 10,3 10,6 11,3 11,9 12,5 13 13,3 14,1 14,5 15 15,7 16,4 16,8 17,2 17,8 18,4 18,8

Dark yellow 04 8,1 9,1 10 10,8 11,1 11,5 12,2 12,9 13,5 14,1 14,4 15,2 15,8 16,3 17 17,7 18,2 18,6 19,3 19,9 20,3

Grey 043 8,7 9,7 10,6 11,5 11,9 12,3 13 13,7 14,4 15 15,3 16,2 16,8 17,4 18,1 18,9 19,4 19,9 20,6 21,3 21,7

blue 045 9,2 10,3 11,3 12,2 12,6 13 13,8 14,6 15,3 16 16,3 17,2 17,8 18,4 19,3 20,1 20,6 21,1 21,8 22,6 23

Light violet 05 10 11,2 12,3 13,3 13,7 14,2 15 15,8 16,6 17,4 17,7 18,7 19,4 20 21 21,8 22,4 23 23,8 24,5 25

Beige 053 10,7 12 13,1 14,2 14,7 15,2 16,1 17 17,8 18,6 19 20,1 20,8 21,5 22,4 23,4 24 24,6 25,5 26,3 26,8

Dark red 055 11,3 12,6 13,8 14,9 15,4 15,9 16,9 17,8 18,7 19,5 19,9 21,1 21,8 22,5 23,6 24,6 25,2 25,8 26,7 27,6 28,2

Dark green 06 12,3 13,7 15 16,2 16,8 17,3 18,4 19,4 20,3 21,2 21,7 22,9 23,7 24,5 25,6 26,7 27,4 28,1 29,1 30 30,6

Light blue 065 13,2 14,8 16,2 17,5 18,1 18,7 19,9 20,9 22 22,9 23,4 24,8 25,6 26,5 27,7 28,9 29,6 30,3 31,4 32,4 33,1

Orange 07 14,3 16 17,5 18,9 19,6 20,2 21,5 22,6 23,7 24,8 25,3 26,8 27,7 28,6 29,9 31,2 32 32,8 33,9 35,1 35,8

Silver 08 16,3 18,2 19,9 21,5 22,3 23 24,4 25,7 27 28,2 28,8 30,5 31,5 32,6 34 35,5 36,4 37,3 38,6 39,9 40,7

Gold 09 18,8 21 23 24,8 25,7 26,6 28,2 29,7 31,1 32,5 33,2 35,1 36,4 37,6 39,3 40,9 42 43 44,5 46 47

Colour Nozzle
diameter
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ACCESSORIES
WASHING GUNS

GUN RL16
Reference Inlet Outlet Weight, g

JPA30.0000.00 FBSP 3/8” FBSP 1/4” 265

Working pressure : 160 bar 2300 psi
Permissible pressure : 175 bar 2550 psi
Flow rate : 30 l/min 8 UsG p.m
Temperature : 100 °C 212 °F

GUN RL20
Reference Inlet Outlet Weight, g

JPA30.0100.00 FBSP 3/8” FBSP 1/4” 265

Working pressure : 200 bar 2900 psi
Permissible pressure : 225 bar 3200 psi
Flow rate : 30 l/min 8 UsG p.m
Temperature : 160 °C 320 °F

GUN RL26
Reference Inlet Outlet Weight, g

JPA30.1755.00 MBSP 3/8” FBSP 1/4” 380

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 30 l/min 8 UsGpm
Temperature : 160 °C 320 °F

GUN RL30
Reference Inlet Outlet Weight, g

JPA30.2500.20 M22 x 1,5 FBSP 1/4” 740

Working pressure : 310 bar 4500 psi
Permissible pressure : 350 bar 5000 psi
Flow rate : 40 l/min 8 UsGpm
Temperature : 160 °C 320 °F
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ACCESSORIES
WASHING GUNS

GUN VEGA 2
Reference Inlet Outlet Weight, g

JPA30.2000.00 FBSP 3/8” FBSP 1/4” 780

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsG p.m
Temperature : 160 °C 320 °F

GUN RL35 WITH SWIVEL
Reference Inlet Outlet Weight, g

JPA30.1550.00 FBSP 3/8” FBSP 1/4” 545

Working pressure : 220 bar 3200 psi
Permissible pressure : 250 bar 3650 psi
Flow rate : 35 l/min 9,2 UsG p.m
Temperature : 160 °C 320 °F

GUN VEGA
Reference Inlet Outlet Weight, g

JPA30.3055.00      FBSP 3/8” FBSP 1/4” 780

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

GUN RL50
Reference Inlet Outlet Weight, g

JPA30.4100.10 FBSP 3/8” FBSP 1/4” 660

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 50 l/min 13,2 UsGpm
Temperature : 160 °C 320 °F
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ACCESSORIES
LANCES

GUN RL100
Reference Inlet Outlet Weight, g

JPA30.5300.00 FBSP 1/2” FBSP 1/2” 1680

Working pressure : 100 bar 1450 psi
Permissible pressure : 125 bar 1880 psi
Flow rate : 100 l/min 26,5 UsG p.m
Temperature : 160 °C 320 °F

GUN LANCE RL200
Reference Inlet Outlet Weight, g

JPA30.0150.00 FBSP 3/8” M22x1,5 700

Working pressure : 200 bar 2900 psi
Permissible pressure : 220 bar 3200 psi
Flow rate : 30 l/min 8 UsG p.m
Temperature : 160 °C 320 °F

GUN LANCE RL300
Reference Inlet Outlet Weight, g

JPA30.2608.11 MBSP 3/8” M22x1,5 640

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

LANCE S3 HANDLE 
Reference Inlet Weight, g

JPA41.0795.00 M10 83
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ACCESSORIES
LANCES

Reference Length, mm Inlet Outlet Weight, g

JPA40.0535.00 500 BSPT 1/4” NPT 1/4“ fem. 550
JPA40.0755.00 700 BSPT 1/4” NPT 1/4” fem. 620
JPA40.0955.00 900 BSPT 1/4” NPT 1/4” fem. 690
JPA40.1255.00 1200 BSPT 1/4” NPT 1/4” fem. 1010

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsG p.m
Temperature : 160 °C 320 °F

LANCE S3 VENTED GRIP
ZINC-PLATED STEEL TUBE

Reference Length, mm Inlet Outlet Weight, g

JPA40.0965.00 900 BSPT 1/4” NPT 1/4” fem. 600
JPA40.1265.00 1200 BSPT 1/4” NPT 1/4” fem. 900

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsG p.m
Temperature : 160 °C 320 °F

LANCE S3 VENTED GRIP
STAINLESS STEEL TUBE

Reference Length, mm Inlet Outlet Weight, g

JPA40.0370.00 380 MBSP 1/4” FBSP 1/4” 400

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

INSULATED HAND GRIP
ZINC-PLATED STEEL TUBE

Reference Length, mm Inlet Outlet Weight, g

JPA40.7700.00 700 BSPT 1/4 NPT 1/4” fem. 550
JPA40.7900.00 900 BSPT 1/4 NPT 1/4” fem. 655
JPA40.8200.00 1200 BSPT 1/4 NPT 1/4” fem. 905
JPA40.9000.00 2000 BSPT 1/4 NPT 1/4” fem. 1380

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

LANCE PFL - MOULDED GRIP
ZINC-PLATED TUBE 

351



ACCESSORIES
LANCES

Reference Length, mm Inlet Outlet Weight, g

JPA41.0800.00 1090 NPT 1/4” fem. NPT 1/4” fem. 1200
JPA41.0805.00 890 NPT 1/4” fem. NPT 1/4” fem. 1080

Working pressure: 250 bar 3650 psi
Permissible pressure: 280 bar 4050 psi
Flow rate: 40 l/min 10,5 UsGpm
Temperature: 160 °C 320 °F

DOUBLE LANCE WITH S3 VENTED GRIP,
1/4” ZINC PLATED TUBE

Reference Length, mm Inlet Outlet Weight, g

JPA40.5060.00 500 BSPT 1/4” NPT 1/4” fem. 325
JPA40.5070.00 700 BSPT 1/4” NPT 1/4” fem. 405

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

LANCE AND NOZZLE HOLDER,
ZINC-PLATED STEEL

Reference Length, mm Inlet Outlet Weight, g

JPA41.0600.00 1070 BSPT 1/4” 2xNPT 1/4” fem. 1200

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

DOUBLE LANCE WITH S3 VENTED GRIP,
1/8” STAINLESS STEEL TUBE

Reference Length, mm Inlet Outlet Weight, g

JPA90.4000.00 400 FBSP 1/4” NPT 1/4” fem. 810

Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

LANCE AND NOZZLE HOLDER,
ZINC-PLATED STEEL
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ACCESSORIES
ADAPTORS

Reference Length, mm Inlet Outlet Weight, g

JPA40.5056.66 200 BSPT 1/4” BSPT 1/4” 106
JPA40.5033.66 400 BSPT 1/4” BSPT 1/4” 212
JPA40.5055.66 500 BSPT 1/4” BSPT 1/4” 260
JPA40.5702.66 700 BSPT 1/4” BSPT 1/4” 370
JPA40.5902.66 900 BSPT 1/4” BSPT 1/4” 480
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

Reference Reference Outlet Weight, g
(M22x1,5) (M21x1,5)

JPA26.0051.31 JPA26.0044.31 BSPT 1/4” 65
JPA26.0030.31 JPA26.0046.31 BSPT 3/8” 65
JPA26.0002.31 JPA26.0045.31 BSP 1/4” fem. 65
JPA26.0031.31 JPA26.0047.31 BSP 3/8” fem. 65
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

Reference Inlet Outlet Weight, g

JG10216 M22x1,5 M22x1,5 85
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

EXTENSION TUBE,
ZINC-PLATED STEEL

METRIC ADAPTOR, 
BRASS

METRIC - BSP ADAPTOR,
BRASS
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ACCESSORIES
ADAPTORS

EXTENDED METRIC - BSP ADAPTOR, 
WITH O’RING, BRASS

BSP COUPLER, 
BRASS

EXTENDED BSP COUPLER, 
WITH O’RING, BRASS

Reference Inlet Outlet Weight, g

JPA26.1032.31  M22x1,5 BSP 1/4” fem. 80
JPA26.1037.31 M22x1,5 BSP 3/8” fem. 80
JPA26.1019.31 M22x1,5 BSP 3/8” 80
JPA26.1020.31 M22x1,5 BSP 1/4” 80
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

Reference Reference Outlet Weight, g
(M22x1,5) (M21x1,5)

JPA26.0250.30 JPA26.0270.30 BSP 1/4” 112
JPA26.0250.20    JPA26.0270.20 BSP 1/4” fem. 112
JPA26.0250.50 JPA26.0270.50    BSP 3/8” 120
JPA26.0250.40    JPA26.0270.40    BSP 3/8” fem. 120
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

Reference Inlet Outlet Weight, g

JPA26.1029.00 M22x1,5 BSP 1/4" swivel male 90g
JPA26.1028.00 M22x1,5 BSP 1/4” fem. 112
JPA26.1035.00  M22x1,5 BSP 3/8” 120
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

METRIC EXTENSION CONNECTOR

Reference Inlet Outlet Weight, g

JPA26.0055.00 M22x1,5 M22x1,5 230
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F
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ACCESSORIES
ADAPTORS

PIN CONNECTOR (BSP),
BRASS

“STIHL” CONNECTOR

FLOW RATE VALVE
FOR ADJUSTABLE FLOW CONTROL

Reference Inlet Outlet Weight, g

JPA26.0700.20 FBSP 1/4” Pin Ø11mm 60
JPA26.0700.30 BSPT 1/4“ Pin Ø11mm 55
JPA26.0700.50 BSPT 3/8” Pin Ø11mm 66
JPA26.0700.40 FBSP 3/8” Pin Ø11mm 71
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

Reference Inlet Outlet Weight, g

JG11560 FBSP 3/8” M27x1,5 155
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

Reference Inlet Outlet Weight, g

JPA29.0400.00 FBSP 1/4” BSPT 1/4” 190
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 30 l/min 8 UsGpm
Temperature : 160 °C 320 °F
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ACCESSORIES
SWIVEL CONNECTORS

Reference Inlet Outlet Weight, g

JPA26.1040.00 BSPT 1/4” FBSP 1/4” 175
JPA26.1050.00 BSPT 3/8” FBSP 3/8” 175
JPA26.1055.00 BSPT 1/2” FBSP 1/2” 175
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

SWIVEL CONNECTOR (UNDER PRESSURE),
BRASS

Reference Inlet Outlet Weight, g

JPA26.1060.00 BSPT 1/4” FBSP 1/4” 172
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

SWIVEL CONNECTOR (UNDER PRESSURE),
STAINLESS STEEL

Reference Inlet Outlet Weight, g

JPA26.1200.40 BSPT 3/8” FBSP 3/8” 155
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 120 °C 248 °F

SWIVEL CONNECTOR (UNDER PRESSURE),
WITH BALL BEARING, STAINLESS STEEL

Reference Inlet Outlet Weight, g

JPA26.1300.20 BSPT 1/4” FBSP 1/4” 195
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 160 °C 320 °F

TURNING CONNECTOR (UNDER PRESSURE),
STAINLESS STEEL
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ACCESSORIES
NOZZLES

Reference Inlet Outlet Weight, g

JPA25.0800.45 .045 FBSP 1/4” 250
JPA25.0800.55 .055 FBSP 1/4” 250
JPA25.0800.60 .06 FBSP 1/4” 250
Working pressure : 220 bar 3200 psi
Permissible pressure : 250 bar 3650 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 80 °C 176 °F

3-WAY NOZZLE

Reference Inlet Outlet Weight, g

JPA25.0700.11 025 FBSP 1/4” 130
JPA25.0700.12 03 FBSP 1/4” 130
JPA25.0700.13 035 FBSP 1/4” 130
JPA25.0700.14 04 FBSP 1/4” 130
Working pressure : 250 bar 3650 psi
Permissible pressure : 280 bar 4050 psi
Flow rate : 40 l/min 10,5 UsGpm
Temperature : 90 °C 194 °F

VARIABLE SPRAY ANGLE NOZZLE,
WITH BY-PASS

Reference Inlet Outlet Weight, g

JPA25.1100.13 04 MNPT 1/4” 164
JPA25.1100.14 045 MNPT 1/4” 164
Working pressure : 350 bar 5800 psi
Permissible pressure : 390 bar 6500 psi
Flowrate: 30 l/min 8 USGp.m
Temperature : 80 °C 176 °F

ROTATING NOZZLE
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ROTATING NOZZLE UR3

Reference Inlet Outlet Weight, g

JPA25.1720.40 04 FBSP 1/4” 335
JPA25.1720.50 05 FBSP 1/4” 335
Working pressure : 207 bar 3000 psi
Temperature : 90 °C 194 °F

Reference Inlet Outlet Weight, g

JPA25.1150.11 2 x 06 FBSP 1/2” 585
Working pressure : 500 bar 7250 psi
Permissible pressure : 560 bar 8100 psi
Temperature : 80 °C 176 °F

ROTATING NOZZLE UR20

Reference Inlet Outlet Weight, g

JPA25.1735.45 045 FBSP 1/4” 725
JPA25.1735.55 055 FBSP 1/4” 725
JPA25.1735.65 065 FBSP 1/4” 725
Working pressure : 350 bar 5000 psi
Temperature : 90 °C 194 °F

ROTATING NOZZLE UR35

Reference Pressure, bar/psi Thread Nozzle/Material Weight, g

JPA25.1201.51 250 / 3650 BSPT 1/4” 04 / Inox 24
JPA25.1210.51 250 / 3650 BSPT 3/8” 06 / Inox 36
JPA25.1216.31 120 / 1750 BSPT 1/4” 035 / Brass 24

DRAIN CLEANING NOZZLE,
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Reference Inlet Outlet Weight, g

JPA16.1315.30 15° 03 MNPT 1/4” 18
JPA16.1315.35 15° 035 MNPT 1/4” 18
JPA16.1315.40 15° 04 MNPT 1/4” 18
JPA16.1315.45 15° 045 MNPT 1/4” 18
JPA16.1315.50 15° 05 MNPT 1/4” 18
JPA16.1315.55 15° 055 MNPT 1/4” 18
JPA16.1315.60 15° 06 MNPT 1/4” 18
JPA16.1315.70 15° 07 MNPT 1/4” 18
JPA16.1315.80 15° 08 MNPT 1/4” 18
JPA16.1325.30 25° 03 MNPT 1/4” 18
JPA16.1325.35 25° 035 MNPT 1/4” 18
JPA16.1325.40 25° 04 MNPT 1/4” 18
JPA16.1325.45 25° 045 MNPT 1/4” 18
JPA16.1325.50 25° 05 MNPT 1/4” 18
JPA16.1325.55 25° 055 MNPT 1/4” 18
JPA16.1325.55 25° 08 MNPT 1/4” 18
Working pressure : 220 bar 3200 psi
Permissible pressure : 250 bar 3650 psi
Flow rate : 30 l/min 8 UsGpm
Temperature : 90 °C 194 °F

HIGH PRESSURE NOZZLE,
INOX

LOW PRESSURE NOZZLE,
BRASS

Reference Inlet Outlet Weight, g

JPA16.1350.40 50º 04 BSP 1/4” 20
Working pressure : 50 bar 715 psi

PLASTIC FILTER

Reference Inlet Outlet Weight, g

JG10354 50 µm BSPT 1/2” FBSP 1/2” 165
Working pressure : 10 bar 145 psi
Flow rate : 30 l/min 8 UsGpm
Temperature : 40 °C 104 °F
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FOAMER

Reference Inlet Outlet Weight, g

JPA25.1800.15 1,5 mm FBSP 1/4” 370
Working pressure : 50 bar 715 psi
Permissible pressure : 220 bar 3200 psi
Flow rate : 25 l/min 6,5 UsGp.m
Temperature : 60 °C 140 °F

LOW PRESSURE ADJUSTABLE SPRAY GUN, 
FOR FOOD INDUSTRY

Reference Outlet Spray Weight, g

JG28327 FBSP 1/2” Adjustable 860
Working pressure : 20 bar 290 psi
Flow rate : 25 l/min at 5 bar 6,5 UsGp.m at 72,5 PSI
Temperature : 80 °C 176 °F

PLASTIC TANK

Reference Volume, L Weight, g

JPA14.6501.00 1 108
JPA14.6505.00 2 196

FOAM INJECTOR WITH TANK

Rated Pressure 200 bar - 20 MPa - 2900 psi
Permissible Pressure 220 bar - 22 MPa - 3200 psi
Rated Flow Rate 25 l/min - 6,5 USGpm
Rated Temperature 60 °C - 140 °F

Reference Inlet Nozzle Tank Material Weight

JPA25.1840.15 1/4 Bsp F 1,5 mm 1L Brass 480 gr - 17 oz
JPA25.1842.15 1/4 Bsp F 2,5 mm 2L Brass 570 gr - 20 oz
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